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1. Place glass lens inside lens ring and clip 
lens ring onto M-85 Torch.

1. Place glass lens inside lens ring and clip 
lens ring onto M-85 Torch.

Disposal of packaging and associated parts should be carried 
out in accordance with all applicable regulations.

The Wolf Safety Lamp Co. Ltd has a policy of continuous 
product improvement. Changes in design details may be 
made without prior notice.

For use with: Wolf Midi Torch – M-85 For use with: Wolf Midi Torch – M-85

2. Slot torch
into bracket as shown.

2. Slot torch
into bracket as shown.

3. Rotate lens ring and torch 90° to lock into place. 3. Rotate lens ring and torch 90° to lock into place.

WARNING:
USE ONLY GENUINE WOLF REPLACEMENT PARTS

WARNING:
USE ONLY GENUINE WOLF REPLACEMENT PARTS

90° 90°

Spare Parts

M-486/5 - Pack of 5 Lenses

Spare Parts

M-486/5 - Pack of 5 Lenses

4. Cable tie bracket to the 
nozzle holder or hose.

4. Cable tie bracket to the 
nozzle holder or hose.

Disposal of packaging and associated parts should be carried 
out in accordance with all applicable regulations.

The Wolf Safety Lamp Co. Ltd has a policy of continuous 
product improvement. Changes in design details may be 
made without prior notice.


